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BATTERY SPECIFICATION

P/N 9V-ALKALINE

47.5 £1.0
[1.87in +0.04]

25.5+1.0
[1.00in +0.04]

2.7 £0.25

= [0.50in +0.011]
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28 %g 16.5 +1.0
[0.65in +0.04]
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46.4 MAX
[1.826in]

TYPICAL SPECIFICATIONS

ELECTROCHEMICAL SYSTEM:

ALKAL TNE MANGANESE DIOXIDE

NOMINAL VOLTAGE:

9.0

MAXTMUM OFF-LOAD VOLTACE:

9.9

RATED CAPACITY

565mAh ON 510 (¥0 4.8V AT 70°F (21°C)

AVERAGE WETGHT

1.62 0z (45.9 g)

OPERATING TEMP

. RANGE

-20°C TO 54°C (-4°F T0 130°F)

ANST DESTGNATION:

16044 OR 1604AC

TYPICAL USE LOAD COHMS) DATLY PERIOD END POINT V MINTMUM AVERAGE DURATION
SMOKE DETECTOR 43K BACKGROUND 7.5 30 days
620 PULSE I sec/hr, 24 hr/d

TYPICAL MPD HOLDER NO. BA9VPC, BHVPC, BCOVPC, BHOVW

TYPICAL MPD SNAPS NO. BS6l OR BS6I-MC
SEE MANUFACTURER"S SPECIFICATION SHEET FOR FURTHER

[NFORMATION.
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